June 3,. 1952 

J. M. FOLKER 
FISHING ROD HOLDER 
Filed Aug. 24, 1948 

2,599,099 

8O 

Fig. 3. 
44 
52 I0 

36 

dohn M. Folker 
1NVENTOR. 



Patented June 3, 1952 2,599,099 



ing |0 are fomed at their upper ends with con 
caved supports or inturned flanges 80 and 82, 
and the support 80 is provided with a projec- 
tion 84 that projects outward/y from the side 
wall 26 in spaced relationshii fo the arm 74. 
The space between arm 74 and projection 84 may 
be bridged in order fo close an electric circuit 
to the lamp Ibuib 40. 
A suitable thumb iatch or clamp 66 carried by 
the rear portion of the housini !0 is held rela- 
tive te the flange 82 by a fastener 86 and co- 
operates.with the flange 82 in clampingly sup- 
porting the fishing rod 22 relative fo the hous- 
ing i O. 
A shield 00 is detachably secured fo the com- 
partment 32 in any suitable manner and en- 
cases the, lamp 40. The shield 00 is provided with 
openings 02 that are closed by transparent or 
translucent strips of material 04 preferably of 
red plastic. 
In practical use of the present invention, as a 
flsh strikes a hook attached fo the fishing line 
06, the operating handle will rotate in a coun- 
ter-clockwise direction as !llustrated in Figure 1 
fo engage the end portion 76 of the arm 74 and 
force .the arm 74 against the projection 84 thus 
grounding the battery 44 and completing the 
circit: to the lamp 40 to energise the saine. 
When the spring member or arm 74 is released 
by the handle 78, the same will oscillate, due fo 
ifs .resilient characteristics to engage the pro- 
jection 84 which wfll emit a chime effect or 
sound. 
In view of the foregoing description taken in 
conjunction with the accompanFing drawings i 
is believed that a clear understanding of the 
construction, operation and advantages of the 
device will )e quite apparent to those skilled in 
this art. A more detailed description is accord- 
inglF deemed unnecessarF. 
 Iç is to. be understood, however, that even 
thouh-thre is herein shown and described a 
preferred embodLnlent of the invention the saine 
is susceptible to certain changes ful]F compre- 
hended bF the spirit of the invention as herein 
described and the scope of the .appended claires, 
Having descrbed the invention, what is 
claimed as new s: 
1. In combination with a flshing rCl having a 
rotatab]e crank liand/e, a holder comprising a 
housing having a ecess for receiving said reeL 
an. electric battery carried by said housing, an 
electrically operated signal supported on said 
housing and c0nnected.to said battery tobe op- 
erated thereby,  ground wire leading from said 
battery, and a ground/ng member connected fo 
said wire and normally spaced from said hous- 
ing in circuit 6pen position, said ground mem- 
ber being engaged by said crank handle and 
urged against said housing in circuit closing po- 
sition during rotation of said crank handle. - 
2. The combination of claim 1 wherein said 
grounding member, includes a resilient conduc- 
tire arm having a free end portion adapted to 
engage the crank handle. 
3. The combination of claire 1 wherein said 
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signal includes a lamp, and a sbield embrac 
said lamp. 
4. En combination ith a flsbng reel baving a 
 rotary operating crank hand/e, a holder coin- 
5 prising, a housing having a recess therein re- 
ceiving said reel, a battery compartment atone 
side of said housing, a .battery positioned in said 
compartment and including a terminal and a 
base, an electrical signal operatively Connected 
Io fo the terminal of the battery, a resflient switch 
arm atone side of said housing disposed in the 
path of rotation of said operating crank handle 
for engaging the latter, a flexible conductor hav- 
ing flrst and second end portions, means mount- 
1. ed in said compartment and yieldingly urging 
the first end portion of said conductor against 
. the base of said battery, means securing the arm 
to said housing and also connecting said arm to 
the sebond end portion of said conductor, and 
20 an abutment on said housing against which said 
arm is urged by said crank handle during ro- 
tation of said crank handle. 
' 5. The combination of claim 4 wherein said 
means yieldingly urging the flrst end portion of 
25 said conducter against the base of said battery 
includes an iusulating cup having a central ap- 
erture receiving the first end portion of said 
conductor, a washer lïxed about the first end 
. portion of said conducter, and a spring embrac- 
. 0 ing. the lïrst end portion of said conductor and 
biased between said washer and said cup. 
6. In combination with a flshing reel having a 
rotary operating crank hand/e, a holder com- 
prising a housing having a portion for -receiving 
 the reel, an electrically operated signal carried 
by the housing, and a switch including an arm 
insulated from the housing and an abutment on 
the housing, said switch being operatively con- 
nected fo the signal and being normally in a cit, 
40 cuit open position with said arm spaced from 
said abutment, said switch arm being ctuated 
fo contact said abutment and complete a circuit 
fo said signal by. the crank hand/e during ro- 
tation of the crank hand/e. 
7. The combination of claim 6, wherein said 
45 arm comprises a resilient member d/sposed in 
the path of rotation of said operating crank 
handle for engagement by the latter. 
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